
PB INJECT

Simplicity and reliability in 
fertiliser dosing



Installation
The PB Inject is extremely easy to install, and just 
as easy to operate. If only a minimum of conditions 
are met, you can have your company’s fertilisation 
system automated in a matter of hours:
• A 220 Volt outlet must be situated within five 

metres of the PB Inject unit.
• The pressure on the pipe into which the PB 

Inject will inject fertiliser must be 2-4 bars.
• The pipe must have four connecting points 

with a 5/4” internal thread and one connecting 
point with a 1/2” internal thread.

Model
In the most basic setup of the PB Inject, the unit 
injects fertiliser into one of your main pipes and 
regulates the EC value of the irrigation water. If you 
use manual taps to open and shut your irrigation 
system, the PB Inject starts up automatically 
when you turn on a tap. The unit closes down 
again when the tap is turned off.

This setup can also be used if your taps are 
already controlled automatically by another 
control system. In addition, the EC regulation in 
the PB Inject can be expanded to include up to 
five different fertilisers, which can each be added 
in separate doses, or you can set up the PB Inject 
to control the pH regulation. If you prefer, you 
can operate your taps using the PB Inject, and be 

assured of an extremely simple operation, suitable 
for virtually any situation, anywhere in the world.

Allow us to make you an offer for the PB 
Inject!

PB INJECT

The PB Inject is a fertiliser dosing unit that combines simplicity and 

reliability in a single system. The unit can be used seamlessly for a wide 

range of different forms of cultivation to automate the most basic dosing 

operations. The computer controls the EC and pH and operates the taps. 

Flexibility is the primary feature: the fertiliser doses can be programmed 

to any proportions you may wish.

Simplicity and reliability in fertiliser 
dosing

www.pb-tec.comTechnology is what we do, innovation is what we live for


